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47 CFR Ch. I (10–1–96 Edition)§ 97.11

§ 97.11 Stations aboard ships or air-
craft.

(a) The installation and operation of
an amateur station on a ship or air-
craft must be approved by the master
of the ship or pilot in command of the
aircraft.

(b) The station must be separate
from and independent of all other radio
apparatus installed on the ship or air-
craft, except a common antenna may
be shared with a voluntary ship radio
installation. The station’s trans-
missions must not cause interference
to any other apparatus installed on the
ship or aircraft.

(c) The station must not constitute a
hazard to the safety of life or property.
For a station aboard an aircraft, the
apparatus shall not be operated while
the aircraft is operating under Instru-
ment Flight Rules, as defined by the
FAA, unless the station has been found
to comply with all applicable FAA
Rules.

§ 97.13 Restrictions on station loca-
tion.

(a) Before placing an amateur station
on land of environmental importance
or that is significant in American his-
tory, architecture or culture, the li-
censee may be required to take certain
actions prescribed by § 1.1301–1.1319 of
the FCC Rules.

(b) A station within 1600 m (1 mile) of
an FCC monitoring facility must pro-
tect that facility from harmful inter-
ference. Failure to do so could result in
imposition of operating restrictions
upon the amateur station by an EIC
pursuant to § 97.121 of this part. Geo-
graphical coordinates of the facilities
that require protection are listed in
§ 0.121(c) of the FCC Rules.

(c) Before causing or allowing an
amateur station to transmit from any
place where the operation of the sta-
tion could cause human exposure to
levels of radiofrequency (RF) radiation
in excess of that allowed under § 1.1310
of this chapter, the licensee is required
to take certain actions. A routine RF
radiation evaluation, as discussed in
§ 1.1307(b) of this chapter, is required if
the transmitter power exceeds 50 watts
peak envelope power; otherwise the op-
eration is categorically excluded from
routine RF radiation evaluation except

as specified in § 1.1307(c) and § 1.1307(d)
of this chapter. Where the routine eval-
uation indicates that the RF radiation
could be in excess of the limits con-
tained in § 1.1310 of this chapter, the li-
censee must take action to prevent
such an occurrence. Further informa-
tion on evaluating compliance with
these limits can be found in the FCC’s
OST/OET Bulletin Number 65, ‘‘Evalua-
tion Compliance with FCC-Specified
Guidelines for Human Exposure to Ra-
diofrequency Radiation.’’

[54 FR 25857, June 20, 1989, as amended at 55
FR 20398, May 16, 1990; 61 FR 41019, Aug. 7,
1996]

§ 97.15 Station antenna structures.
(a) Unless the amateur station li-

cense has received prior approval from
the FCC, no antenna structure, includ-
ing the radiating elements, tower, sup-
ports and all appurtenances, may be
higher than 61 m (200 feet) above
ground level at its site.

(b) Unless the amateur station li-
censee has received prior approval from
the FCC, no antenna structure, at an
airport or heliport that is available for
public use and is listed in the Airport
Directory of the current Airman’s Infor-
mation Manual or in either the Alaska
or Pacific Airman’s Guide and Chart Sup-
plement; or at an airport or heliport
under construction that is the subject
of a notice or proposal on file with the
FAA, and except for military airports,
it is clearly indicated that the airport
will be available for public use; or at an
airport or heliport that is operated by
the armed forces of the United States;
or at a place near any of these airports
or heliports, may be higher than:

(1) 1 m above the airport elevation
for each 100 m from the nearest runway
longer than 1 km within 6.1 km of the
antenna structure.

(2) 2 m above the airport elevation
for each 100 m from the nearest runway
shorter than 1 km within 3.1 km of the
antenna structure.

(3) 4 m above the airport elevation
for each 100 m from the nearest landing
pad within 1.5 km of the antenna struc-
ture.

(c) An amateur station antenna
structure no higher than 6.1 m (20 feet)
above ground level at its site or no
higher than 6.1 m above any natural
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